
INVERT TO BE FINISHED TO GRADE WITH WOODEN FLOAT.

INVERT JOINT TO BE NOM. 35mm, OTHER JOINTS TO BE

NOM. 15mm.

50mm MIN.

DEPTH 

CONCRETE

100mm MIN. DEPTH

3% CEMENT TREATED

CRUSHED ROCK ( CLASS 2)

GENERAL NOTES

   PITCHERS ARE NOMINALLY 300*225*150mm.

2.  PITCHER KERB AND CHANNEL TO BE LAID IN STRETCHER BOND.

3. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH COUNCILS 

   SPECIFICATION " CONSTRUCTION OF PITCHER KERB & CHANNEL

   AND PRAM CROSSINGS".

PATTERN

4. DAMAGED AND UNSUITABLE BLUESTONE BLOCKS(PITCHERS) TO

GREY COLOURED CEMENT

STANDARDS

5.

150 (300)
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1.

25

NOM.

260

4% CEMENT TREATED

CRUSHED ROCK ( CLASS 2)

BACKFILL WITH

SLURRY AS PER Y.C.C

25MPa

BE REPLACED

ASPHALT FOOTPATH TO BE 

FLUSHED WITH THE TOP OF 

CONCRETE 

BENEATH 

DRESSED 

KERB

CLASS 2 F.C.R

KERB 

ALL  BLUESTONE JOINTS TO BE NO MORE THAN 15mm WIDE.

6.

7. ALL MORTAR JOINTS TO HAVE A BRUSH FINISH

8. CEMENT TREATED CRUSHED ROCK BEDDING BELOW THE 

CHANNEL SHALL HAVE A MINIMUM COMPACTED DENSITY

OF 90% OF THE MODIFIED AASHO VALUE. CEMENT

TREATED CRUSHED ROCK IN FRONT OF THE CHANNEL

SHALL HAVE A MINIMUM COMPACTED DENSITY OF 95% OF

THE MODIFIED AASHO VALUE.

9. THE NEED FOR AN A.G PIPE TO BE DETERMINED BY 

CONTRACT SPECIFICATIONS OR SUPERVISING ENGINEER.
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