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CONCRETE KERB

30mm COMPACTED DEPTH, CLASS L,
7mm NOM. SIZE HOT MIX ASPHALT
PAVING

LAYER 1 BELOW ASPHALT-50mm
COMPACTED DEPTH CLASS 3
CRUSHED RECYCLED CONCRETE

LAYER 2 BELOW ASPHALT-150mm
COMPACTED DEPTH CLASS 3
CRUSHED RECYCLED CONCRETE

BRICK BAND: 230 x 114 x 50mm PAVERS
AS SPECIFIED. PAVERS SHALL BE
BUTT JOINTED AND LAID ON 30 DEPTH
MORTAR BED WITH 45° HAUNCH SET
30mm HIGH ON BRICK END.

BRICK BANDING SHALL BE STRAIGHT &
TRUE. ANY VARIATION IN GAP
BETWEEN BRICK PAVERS AND THE
CONCRETE KERB SHALL BE FILLED
WITH MORTAR AND NEATLY TROWLED

150mm COMPACTED DEPTH CLASS 3
RECYCLED CRUSHED CONCRETE
AS BASE FOR BRICK PAVER
BANDING

SUB-BASE FULLY CONSOLIDATED
WITH ALL SOFT SPOTS REMOVED
AND REPLACED WITH 3% CLASS 2,
20mm NSF CR
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Paving (Open Space)
- Asphalt with Brick Banding (Pedestrian)
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